19990814.ba v02_n636.bam.990814 


>From ???@??? Sun Aug 15 05:49:08 1999 

Message-Id: <199908150054.d7FQs4A15566@sco.theporch. com> 
Date: Sat, 14 Aug 1999 19:53:38 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2636 


BOATANCHORS Digest 2636 
Topics covered in this issue include: 


1) National RBH/RBH-1 Documentation and Experiences Sought 
by "David Newkirk" <dpnewkirk@home.com> 
2) Re: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
by "A.B. Bonds" <ab@vuse.vanderbilt.edu> 
3) Re: REQ: Hickok Tube Tester Info 
by "A.B. Bonds" <ab@vuse.vanderbilt.edu> 
4) FS BOOKS 
by John jack M Iverson <jackiv@juno.com> 
5) NCL-2000 Bandswitch needed 
by mike <michaels@kc2kj.k2nesoft.com> 
6) Re: REQ: Hickok Tube Tester Info 
by "Arden Allen" <gumbear@pacbell.net> 
7) Free Dirty Radio Photos!!! 
by William Donzelli <aw288@osfn.org> 
8) RE: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
by "Pete Ferrand" <pete@vermontel.net> 
9) Re: National RBH/RBH-1 Documentation and Experiences Sought 
by Al Klase <skywaves@bw.webex.net> 
10) RE: Crystals/Equipment 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
11) Aussie method on command shocks 
by Ray Mote <rmote@rain.org> 
12) FMLA: Finding Frank -- part 1 
by mnhopkins@juno.com 
13) Ameco PCL-P Preamp Schem. Needed 
by Greg Carter <kx4r@atl.mindspring.com> 
14) RE-BOOKS FS 
by John jack M Iverson <jackiv@juno.com> 
15) EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 
16) Re: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
by "Arden Allen" <gumbear@pacbell.net> 
17) Looking for Rx Info 
by "Spencer Petri" <wa5jci@flash.net> 
18) Schematic for Johnnson Adventurer 250-40 modulator 


by W4U0C@aol.com 
19) Re: Schematic for Johnnson Adventurer 250-40 modulator 
by john <johnmb@mindspring. com> 
20) john ranger 
by luc dugas <collins2@globetrotter.net> 
21) WTB: HP13/23 or AC3/4 
by "Bill Coleman" <n2bc@stny.rr.com> 
22) Adventurer Modulator schematic posted 
by john <johnmb@mindspring.com> 
23) Unknown Johnson transmitter 
by Gary Pewitt <gpewitt@execpc.com> 


From: "David Newkirk" <dpnewkirk@home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: National RBH/RBH-1 Documentation and Experiences Sought 
Date: Fri, 13 Aug 1999 20:15:13 -0400 
Message-ID: <000701bee5ea$14449720$1e3608180cc456763-a.vron1.nj.home.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Gang, 


I've just taken delivery on a National RBH-1 receiver, s/n 724, and am in 
need of documentation for it -- manual, schematic, and entry-level 
anecdotes/hints on its alignment and restoration that you might care to 
share. Can anyone help? I'll pay any copying and shipping costs, of course. 
I do have the schematic that's downloadable via the RBH section on the mil 
list page at http://sva.theriver.com/millist/m18.html#a3529 -- a good start, 
but just a start, since component values aren't included. 


In particular, since the RBH-1 is a variation on the NC-100A-series 
receivers (it's "actually" an NC-156-1), I'm wondering if NC-100A or RAO 
documentation, which I see is available commercially, might be a useful 
jumping off point for doping out the RBH-1, at least from a physical-basics 
point of view. Its divergences from NC-100Ahood include an additional 6K7 RF 
stage and the modification of the AF output circuitry to take a 6K6GT rather 
than a 6V6GT, as well as a 1560-kHz IF. 


Thanks and 73, 


Dave Newkirk, W9VES 
dpnewkirk@home.com 


Message-Id: <1.5.4.32.19990814015424 .012a4d98@mailhost.vuse.vanderbilt.edu> 


Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Fri, 13 Aug 1999 20:54:24 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A.B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 


At 01:11 PM 8/13/99 -0400, you wrote: 

> 

>Been using my Sprague TO-5 cap checker to test & reform some olde 
>electrolytics. 

> 

>Saved an old BA note that warned about the voltmeter in unit being way off, 
>reading low, so checked it. 

> 

>Whoa, putting about 150% of metered voltage on caps!! 

> 

>Found R7 (2@ identical 12k 4 watt resistors in parallel) had problem... 
>combo was 40k instead of 25 k. One was ok at 12 k, other drifted up to 
>28k, strange that only one did. 


I've messed with several Sprague checkers (TO-3, 4 and 5). They ALL 
required complete replacement of all components. Once that was done, they 
work very nicely. 


A. B. Bonds 


Message-Id: <1.5.4.32.19990814021107 .0126fdc8@mailhost.vuse.vanderbilt.edu> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

Date: Fri, 13 Aug 1999 21:11:07 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A.B. Bonds" <ab@vuse. vanderbilt. edu> 

Subject: Re: REQ: Hickok Tube Tester Info 


At 03:08 PM 8/13/99 -0700, you wrote: 

> 

> I find the variety of mutual conductance testers bewildering. Of 
>course, I'm familiar with the TV-7/D tester. But what about the various 
>Hickok testers? From my hamfesting observations, certain models command 
>higher prices, and in some cases, much higher prices. For a specific 
>question, which is better: a model 800 or model 533? Does a model 1575 
>offer some testing capabilites the others don't? 

> 

"Better" depends on what you want to use it for. The later models test 
nuvistors and compactrons, the earlier models test old 4, 5, 6 and 7-pin 
bottles. I think there is only one that does both (the 6000) but it 


requires a separate socket plugin to switch between old and new. The 539 
lab tester has some extra meters a la the TV2 but does not do the newest tubes. 


Aside from that, most Hickoks use essentially the same strategy for testing. 
I am partial to the 600A because I have one and it serves my needs. It 
seems a bit easier to use than the TV7, but the test it performs is similar 
to that of the TV7. I use it for a go/no go check to cull out impossibly 

bad tubes, if they pass at all I just plug ‘em in a set and see if they work. 


Hickoks are pretty well built and reasonably stable over the years. The two 
Achilles' heels are the bias/English pots, which are special wire-wound 
units and can burn out if exposed to shorted tubes (do the shorts check 
FIRST) and the meters, which can lose their magnetism (and are unrepairable 
in that event). Of course, none of these parts are still available.... 


Go to Padgett Osirius' web site on Hickoks for a full tour of all the models. 


73 A. B. Bonds 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 13 Aug 1999 20:15:25 -0500 

Subject: FS BOOKS 

Message-ID: <19990813.210942. -234011.13.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: John jack M Iverson <jackiv@juno.com> 


i have 2 books for sale, real rare: 
ELECTRON TUBES, Vol I , 1935 tO 1941 
ELECTRON TUBES. Vol II, 1942 to 1948. 
these are from the RCA Labs Division and edited by Alfred 
Goldsmith and others from the RCA Tube departments. 
very detailed and why the 6L6 was "born" among other good tubes. 
No more room on the shelves. 
selling the pair only, $45.00 plus ship from 60067 (near Chi town) 
Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


Get the Internet just the way you want it. 
Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1.www.juno.com/dynoget/tagj. 


From: mike <michaels@kc2kj.k2nesoft.com> 
Message-Id: <199908140213 .WAA28589@kc2kj.k2nesoft.com> 


Subject: NCL-2000 Bandswitch needed 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Fri, 13 Aug 1999 22:13:25 -0400 (EDT) 
Cc: michaels@kc2kj.k2nesoft.com (mike) 
MIME-Version: 1.0 

Content-Type: text/plain; charset=US-ASCII 
Content-Transfer-Encoding: 7bit 


I got the NCL-2000 putting out RF again (1500 watts key down!) but have 
found more to fix than just tubes. The bandswitch assembly needs replacing 
as it has sustained toooo many arcs over the almost 35 year life of the amp. 
Anyone have a junker with a good bandswitch, or, even better a new 
bandswitch?? It a great amp - now the bandswitch! 

Mike 

kc2kj 

Michael Sullivan iar michaels@kc2kj.k2nesoft.com 

home page : http://kc2kj.k2nesoft.com:8080/Merchantville 

Merchantville NJ - 5 miles from Philadelphia, Pa 


Message-Id: <199908140302.UAA09543@mta1.snfc21.pbi.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: REQ: Hickok Tube Tester Info 

Date: Fri, 13 Aug 1999 20:04:08 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 7bit 


Hick-jockies; 


BP Gethin en Go to Padgett Osirius' web site on Hickoks for a full tour of 
all the models. 


That would be <http://www2.gdi.net/~padgett/index.htm> for those who don't 
use a radio friendly search engine (hi!). 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Fri, 13 Aug 1999 23:36:08 -0400 (EDT) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Free Dirty Radio Photos!!! 

Message-ID: <Pine.SUN.3.91-FP.990813233400.29669G-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


The first person that responds gets two slightly blurry pictures of a 
BC-228-A "mule transmitter", just for sending a 33 cent stamp. 


William Donzelli 
aw288@osfn.org 


From: "Pete Ferrand" <pete@vermontel.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RE: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
Date: Fri, 13 Aug 1999 23:50:47 -0400 

Message-ID: <NDBBINAMKKBBCHMFOAJBGEEOCIAA. pete@vermontel.net> 


A.B. Bonds writes: 


> I've messed with several Sprague checkers (TO-3, 4 and 
> 5). They ALL required complete replacement of all components. 
Once 

PAVAVAVAVAVAVATATATATATATATATATATATATATATATATATATATATATATATATATATATATATATATAS 


> that was done, they work very nicely. 


I've got a lot of stuff around here that work a lot better that 
way. Actually this sounds like something my car mechanic would 
recommend. 


omy 


-Pete 

WB2QLL 

Plainfield, NH 
pete@vermontel.net 


Message-ID: <37B4E83A.3851A0DF@bw.webex.net> 

Date: Fri, 13 Aug 1999 23:53:30 -0400 

From: Al Klase <skywaves@bw.webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: National RBH/RBH-1 Documentation and Experiences Sought 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Dave, 


You're welcome to a copy of the Riders NC-100A stuff if you can't find 
the real thing. It's pretty comprehensive. 


Al 
David Newkirk wrote: 
Gang, 


I've just taken delivery on a National RBH-1 receiver, s/n 724, and am in 
need of documentation for it -- manual, schematic, and entry-level 
anecdotes/hints on its alignment and restoration that you might care to 
share. Can anyone help? I'll pay any copying and shipping costs, of course. 
I do have the schematic that's downloadable via the RBH section on the mil 
list page at http://sva.theriver.com/millist/m18.html#a3529 -- a good start, 
but just a start, since component values aren't included. 


In particular, since the RBH-1 is a variation on the NC-100A-series 
receivers (it's "actually" an NC-156-1), I'm wondering if NC-100A or RAO 
documentation, which I see is available commercially, might be a useful 
jumping off point for doping out the RBH-1, at least from a physical-basics 
point of view. Its divergences from NC-100Ahood include an additional 6K7 RF 
stage and the modification of the AF output circuitry to take a 6K6GT rather 
than a 6V6GT, as well as a 1560-kHz IF. 


Thanks and 73, 


Dave Newkirk, W9VES 
dpnewkirk@home.com 


VV VV VV V VV VV VV VV VV VV VV VV 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Sat, 14 Aug 1999 00:33:28 -0400 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: RE: Crystals/Equipment 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199908140033_MC2-80F6-82B7@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 


Content-Disposition: inline 


Message text written by Richard Brisson 
>I have just been sent the following message by Gord Symonds here in = 


Ottawa. He is seeking information 
regarding what equipment would have used the specified crystals. 
< 


Richard, Gordon & Group 


The BC-669 (SCR-543-A, -B and -C only). I have FT-171-B xmt xtals channe= 
ls 

1, 3 & 5 and rcv channels 5 & 6 except that channel 6 rcv frequency is 38= 
70 

(4255 - 385). All are marked for use in BC-669. I think that there is 
also a listing in TM 11-625 but it is too hot in the attic tonight to go 
look. 


73, 

Robert Downs 
WA5CAB 
Houston 


Date: Fri, 13 Aug 1999 22:41:10 -0700 (PDT) 

From: Ray Mote <rmote@rain.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Aussie method on command shocks 

Message-ID: <Pine.SUN.4.05.9908132212130 .29180-100000@coyote.rain.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


Bill Babb, VK3AQB, dropped by here today on his way back home. He also 
brought a couple copies of the Historical Radio Society of Australia 

(HRSA) mag "Radio Waves", and one of them -- the Jan 1999, No. 67 issue 

-- had a description of their method for redoing the rubber shock mounts on 
command set receivers. The article was written by one Peter Williams 

(no address given) 


They remove the shocks from the receiver if possible (remove 
obstructing objects if not) and grind off the staking collar at the 
bottom of the mounting post to allow removing the washer. Then the 
post & old rubber are removed, and the post drilled/tapped to accept a 
screw. Here's where they get sneaky: they place a washer followed 

by half a large grommet (large enough to fit inside the housing) on 
the post, then add a smaller grommet (sized to fit in the center hole 
in the shock housing -- some drilling may be required here), finally 


followed by another washer with a screw to hold the whole thing 
together. The small full grommet serves as the actual shock, while 

the half-grommet merely serves to prevent excessive side-to-side motion. 
Once the post is in place and the final washer added, the screw 
completes the assembly. If desired, the screw can be soldered to the 
washer (if both are the old brass type). 


When cutting the large grommet in half, they make the cut so that one 
half has the full shoulder still attached, and they use that part; the 
half without the shoulder is discarded. If the fit is too loose, they 
also insert plastic washers made of sheet stock on the shaft between the 
grommets; if the fit is too tight, they go the other way -- slicing off 
part of the shoulder on the half-grommet. NOTE: The half-grommet 
"shoulder" is placed in the hole of the full grommet below it. 

They did mention that the SCR-274-N units usually had easy-to-remove 
nuts, while the AN/ARC-5 units had nuts but were staked to the chassis. 


Not a bad approach, and entirely consistent with the "necessity is the 
mother of invention" adage. 


These boys are quite inventive -- the same issue had a picture 

and story on the wildest "cathedral set" you've ever seen. Picture in 
your mind a typical cathedral set, with tuning dial top center, logo 
centered below that, then speaker grille cutouts on either side below 
the logo, and the controls evenly spaced from left to right along the 
bottom: ON/OFF, TONE, TUNING, VOLUME. Pretty standard, eh? But 
what's this? A xdoor*?!! Yep -- the front door of the brick building 
is dead center, and the "controls" are round windows with those wild 
labels below them. This is the studio and office building of station 
2BH in Broken Hill, operating on 567 KHz with 70OQW 24 hours a day! 
How's xthat*x for a mind-blower? 


HRSA can be reached at P.O. Box 2283, Mt. Waverly, Victoria 3149, 
Australia. A one-year membership (including subscription to the 
quarterly "Radio Waves" requires a bank draft payable to "H.R.S.A." in 
the amount of $35 Australian. Membership runs from July 1 to June 30. 


73....Ray Mote, K5FKT <xrmote@rain.org> Oxnard, CA 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Fri, 13 Aug 1999 17:34:14 -0500 

Subject: FMLA: Finding Frank -- part 1 

Message-ID: <19990814.065122.-190415.2.MNHopkins@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: mnhopkins@juno.com 


From: MNHopkins 
To: n5em@flash.net, WA5VIB@Flash.net 
Cc: JHopkinsRN@JUNO.com, Drak Rat@AOL.com 


We lost Frank. 


My pal who plans to take back 56-56 mc with a Five Meter 
Liberation Army just disappeared on I-20 going West, according to 
one of his bodyguards, a kid I call The WARmon, who was following 
him in a Toyota Land Cruiser. There was some sort of a slow down 
and when it cleared Frank swung around a Hunt Brothers semi and the 
WARmon never saw him again. 


The bodyguard made calls on his modified Archer Space Patrol 
handy talkie and on the Toyota's Polycom 5 which lost a few turns 
of wire to tune 57.27 mc, but Frank never came back. 


Since it was the '90s, I called his broker first. Ayn Tagert- 
Tamez had been to St. Thomas with Allan Greenspan for an 
Objectivist workshop and had not heard from Frank, but she gave us 
a clue. She asked how he liked the old car parts. 


It seems Ayn drives a '72 427 Corvette but, since they are rare, 
she used a '70 for a parts car. But she recently bought another '72 
so she gave Frank the old parts car which had a rat motor along 
with the independent suspension and such. Another check of Frank's 
trailer, and another feeding of Zack the half-Siamese cat, led us 
to a refuse pile that contained not only a '26 Hudson but the 
undercarriage and flathead from Frank's '47 Frazer Manhattan. 


Since Frank can get aviation fuel from the same pal who found 
him the B-36 landing lights he uses to teach folks who won't dim, 
it seemed likely he slipped the WARmon with a burst of 10.25:1 
compression from the big Chevrolet motor thru the four speed box 
Ayn did not care for. We knew Frank had not been home as someone 
had parked a junk Pinto in front of his trailer. We called the 
police on it. 


Worried now, I started calling Frank's friends and, when I 
reached a professor at Southern Methodist he said, "I'll call you 
right back." He was good to his word and ten minutes later he gave 
me a GPS reading he said was "somewhere South of the Zoo." I asked 
how he knew that, but he just said that if I saw any cruise missiles 
coming down the street I should duck. 


Everyone wanted to go and, as the WARmon drove, Frank's guest 
Preston Anderson spoke to his sweetheart, Christie, of the metal 


object at our feet in the Toyota: 

"We had those in Advanced Infantry Training," said the recent 
soldier with a MOS of Combat Infantryman, "But I don't recall them 
being released for civilian use." 


Before she could answer, the WARmon snapped, "What did they tell 
you about using a tank on a Christian community?" 


I reminded them finding Frank was our goal, Christie affirmed 
that, and then spoke to the four more Toyota Land Cruisers that had 
joined us on the road. 

"Running Dogs," she said as she removed her usual blue 

longsleve shirt to reveal an exercise tee and, to my surprise, a 
little skull tattoo at her modest cleavage, "This is Sara Conner." 
(It was the jaw less "Totenkoff" from the old Hussar regiments that 
was also used by the early SS, I recognized from a childhood study 
of WW II regalia.) 


She told them to institute "Plan Baker, repeat Baker as in 
Bastille," and the Toyotas moved around us in a whine of overhead 
cams. I could recall each rig Frank modified and Christie labeled 
in her careful hand. A tiny WACOM 5 transmitter teamed with a 
Gonset Super 7 converter graced the first Toyota and a huge Johnson 
5N2 joined a Tunaverter for the second SUV. The third all white 
Toyota's radio said simply, "the Fiver," and another, larger Heath 
6M AM Transceiver, cousin to the 2M "Pawnee," was re christened "The 
True Aryan," on its green faceplate. 


When we reached a neighborhood I would strain to call modest, 
the WAR had the street and alley blocked with signs reading "Under 
Construction." By now the white ferret had slipped out of the 
Christie's baby bag, that says "Nite, Nite, Baby" and also houses 
a 13-inch Ithica 12 gauge double. The beast was pacing 
back and forth and leaving ferret prints on a metal box that said 
"Cal. 7.62 NATO." 


We passed the checkpoint with Charlie still agitated and the 
WARmon stopped in front of a fallen down duplex with asbestos 
siding. "The Frazer is behind it," he said, and Christie told me, 
"T'll go with you." 


As I approached the residence I head a series of metallic clicks 
behind me and wanted to believe it was just the WARmon setting the 
brake. I looked over my shoulder and saw only Preston, who had 
picked up one of Frank's rosaries and was counting beads. I 
thought that strange as the whole Anderson family is Unitarian. 


One side of the duplex was vacant and had an orange city sign I 
did not read, but the other door was open and we were met by a kid 
of about 6 or 7. Inside there was a TV set and a very pregnant 
young woman was watching "I Love Lucy." I was about to speak when 
the squelch on the WARmon's Polycom in the Toyota broke and the kid 
spoke first: 


"You got a warrant?" he asked. 


"Want to see it, child?" asked Christie as she unzipped the baby 
bag, but I put my hand out and said, 'Please." The ferret jumped 
out and started around the porch, but this was no time to chase it. 


Against the TV I could see an ancient single barrel shotgun. 
That said these were East Texans, the mean ones that did not go to 
California. Those from West Texas always have Winchester 
repeaters. These folks are not to be fooled with so I motioned 
Christie to follow me. 


We went back to the broken, weed infested sidewalk as the WAR 
brought up a ‘46 Federal truck, removed its bumper and began fitting 
a tool steel ram that looked like a prop from "The Untouchables, " 
which by the theme music must follow "I Love Lucy." 

"I've got an Idea," I told Christie. 

"And ten minutes to make it work," she answered. Then she told 
her Minnie Mouse Fun Mic, "This is Sara Conner." "Begin Operation 
NATO in ten, that is One Zero minutes from my mark NOW." 

"This place is almost Kosovo," she said. 

I motioned for Preston to follow me and Christie told him, 
"After nine or so minutes, honey, move away -- this is woman's 
work." 

NEXT WEEK: 


How did the SMU Professor Find Frank's Frazer? 


Will the plan commission approve of the Urban Renewal Christie 
is about to undertake? 


Who will pick up sticks? 


de ab5L, michael in dallas, MNHopkins@JUNO.com 


Student of Tecraft, ICM and Six Meters' Golden age: 1957-58 Box 
226841, Dallas, TX 75222 Copyright FMLA XLIX 


Message-Id: <3.0.5.16.19990814082935 .345f859a@pop.atl.mindspring.com> 
Date: Sat, 14 Aug 1999 08:29:35 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Greg Carter <kx4r@atl.mindspring.com> 

Subject: Ameco PCL-P Preamp Schem. Needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello Gang ! 

Can anyone out there provide me with a schematic 
for the Ameco Model PCL-P Nuvistor-Cascode Preamp ? 
Mine has a problem but unfortunately I have no 
diagram. 

Copying and postage costs glady paid ! 

Thanks a bunch. 

73, Greg KX4R 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Sat, 14 Aug 1999 08:10:43 -0500 

Subject: RE-BOOKS FS 

Message-ID: <19990814.081203.-234011.20.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: John jack M Iverson <jackiv@juno.com> 


the RCA lab books are gone, thanks for such a strong response. jack 
Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


Get the Internet just the way you want it. 
Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1.www.juno.com/dynoget/tagj. 


MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 

Date: Sat, 14 Aug 1999 11:05:32 -0400 (EDT) 

Subject: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
To: Old Tube Radios <boatanchors@theporch.com> 

From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING) 


Message-ID: <9908141105.aa03575@pcusa01.ecunet.org> 


> > Found R7 (2@ identical 12k 4 watt resistors in parallel) had 


> problem... > combo was 40k instead of 25 k. One was ok at 12 k, other 
> drifted up to > 28k, strange that only one did. 
>> 


> Two 12K ohm resistors in parallel should measuer about 6K. I don't 
> doubt they have changed values because of age, just the math you used! 


Yes. They are of course actually in xseriesx, other comments are valid. 
Sorry. 


Gee, "Series" is a whole lot easier to spell than "parallel"! 


-John Sehring (Fri, Aug 13, 1999 Custer SD USA) UCC WBOEQ 


Message-Id: <199908141546. IAA13985@mail-gw3.pacbell.net> 
From: "Arden Allen" <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: EXCESSIVE APPLIED VOLTAGE FROM CAPACITOR CHECKER 
Date: Sat, 14 Aug 1999 08:48:34 -0700 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Sometimes one has to stop and think, "test equipment suffers from the same 
maladies as radios do, namely, because they're both made of the same 
stuff." 


Arden Allen KB6NAX Vallejo, CA  gumbear@pacbell.net 


Message-ID: <000101bee67e$65753340$ea301ed1@wa5jci> 
From: "Spencer Petri" <wa5jci@flash.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Looking for Rx Info 
Date: Sat, 14 Aug 1999 12:56:52 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Greetings, 
First one of these that I've seen, so I must have lived a sheltered life. 


Radio Receiver Assembly 


OA-65A/MRC-2 
Channel B Receiver 


Or Nr 19624-Phila-50 

Sr Nr 234 

Built by B&W 

Tunes 1.5 thru 18 MC. Looks kinda BC-348ish. 


How were these things used? Anyone got a schematic or other info? Anyone got 
a case for it, hee, hee? 


Thanks, 
es 73 de Pete WA5JCI EM21 


6 meter VUCC # 361 
2 meter VUCC # 346 


From: W4U0C@aol.com 

Message-ID: <d75eecfc.24e709b0G@aol . com> 

Date: Sat, 14 Aug 1999 14:04:32 EDT 

Subject: Schematic for Johnnson Adventurer 250-40 modulator 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I have acquired a Johnson 250-40 modulator for my Viking Adventurer. Does 
anyone have a schematic/manual or prinout description for this modulator. 


Tom Koch - W4UOC 
8170 Habersham Waters Road 
Dunwoody, GA 30350 


Message-Id: <3.0.3.32.19990814141145 .00a65a00@mindspring.com> 
Date: Sat, 14 Aug 1999 14:11:45 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Re: Schematic for Johnnson Adventurer 250-40 modulator 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hi Tom, 


Sure do. Would be happy to supply schematic either by JPG or mail to anyone 
who might need it. 
/John 


At 02:04 PM 08/14/1999 EDT, W4U0C@aol.com wrote: 

>I have acquired a Johnson 250-40 modulator for my Viking Adventurer. Does 
>anyone have a schematic/manual or prinout description for this modulator. 
> 

>Tom Koch - W4UOC 

>8170 Habersham Waters Road 

>Dunwoody, GA 30350 


Message-ID: <37B55F31.D32F58A1@globetrotter.net> 
Date: Sat, 14 Aug 1999 13:21:05 +0100 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: john ranger 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


i'd like to find a schematic for the above. luc ve2l1gj 73s 


Message-ID: <0Q01a01bee68a$aea9ee00$49915f18@basement.stny.rr.com> 
From: "Bill Coleman" <n2bc@stny.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: HP13/23 or AC3/4 
Date: Sat, 14 Aug 1999 15:24:51 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Need a supply for a Drake T4-X. Heath HP13 or 23, Drake AC-3 or 4. 
Condition not important as long as the transformer is good! Whacha got out 
there? THX, Bill N2BC 


Message-Id: <3.0.3.32.19990814193743 .00a95e68@mindspring. com> 
Date: Sat, 14 Aug 1999 19:37:43 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: Adventurer Modulator schematic posted 


Cc: W4U0C@aol.com 
Mime-Version: 1.0 
Content-Type: text/plain; charset="us-ascii" 


I've posted the parts list and the modulator schematic for the 

EF Johnson Adventurer modulator. I've only got the two pages, 

so if anyone else has the rest they'd like to share, I'll be happy to scan 
and place on the web for folks to use. 


The information is at my website: 


http: //www.old-radios.com/al. jpg 
and 
http: //www.old-radios.com/a2.jpg 


Best regards from stormy Clayton 
John 


WB50AU/4 


Message-Id: <3.0.5.32.19990814195044 .00978740@mail.execpc.com> 
Date: Sat, 14 Aug 1999 19:50:44 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Gary Pewitt <gpewitt@execpc.com> 

Subject: Unknown Johnson transmitter 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Folks, I just saw a Johnson transmitter on that E place that floored me. 
It is made in 

a furnature quality cabnet and looks like an end table. The label is 
clearly Johnson. 

The listing number is 143640765. Does anyone know what it is? I thought I 
was familiar 

with most all Johnson gear, guess I was wrong. This definetly looks older 
than the 

Viking I transmitter. Sure looks nice. I wish I could afford to bid on 
it. No, I'm not shilling for the sender I just would like to know what it 
is. 

73 Gary N9ZSV/KT 

Gary Pewitt N9ZSV/KT gpewitt@execpc.com 

6120 W. Calumet Rd. Apt. 204, Milwaukee, WI 53223 

414 355 8147 home 414 297 4307 work 

Sturgeon's Law "Ninty percent of everything is crap." 


End o£ BOATANCHORS Digest 2636 
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